
 

 

 

 

 

 

 

Areas of application 
 

The non-oriented electrical steel grade powercore® traction NGO 025-125Y420 from 

thyssenkrupp is ideal for use in highly efficient automotive drive systems. The steel grade is 

characterized by very good processing properties. Providing advantages in final application 

regardless of whether it is used in hybrid or electric vehicles or other high-speed motors. 

 

All powercore®traction NGO grades for e-mobility meet requirements for high permeability,  

high magnetizability and low eddy current losses. 

 

Product advantages  
• Guaranteed max. core loss of 12.5 W/kg at 400Hz and 1.0 T 

• Application-optimized texture to minimize influence of processing on  

soft magnetic properties  

• Guaranteed min. yield strength Rp0,2 of 420 MPa at room temperature 

• Extended magnetic properties beyond standard DIN EN 10303 

 

All powercore® traction NGO grades are also as significantly CO2-reduced NGO electrical steel 

available. Please refer to the product information on bluemint® for further data. 

 

In addition to the grades for e-mobility and the fully finished standard grades, there are a  

large number of application-oriented grades for electric motors and generators, such as  

our high-permeability AP grades and our re-annealable PP grades. 

 

 

powercore® Explorer  
In addition to the figures presented in the product information.  

the powercore® Explorer gives developers the following possibilities: 

• Tabular and graphic presentations of magnetic properties  

• Visual comparison of the magnetic properties of different powercore® electrical steel 

grades based on standard measurements at various frequencies  

• Export of material data to common simulation programs for machine design and 

calculations  

 

We would be pleased to provide you with powercore® Explorer on request. 
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Magnetic properties 
 

Guaranteed values to DIN EN 10303 

 
  Max. core loss Min. polarization 

  [W/kg] at [T] at   

  400 Hz 2.500 5.000 10.000 

  1.0 T [A/m] [A/m] [A/m] 

Steel grade 
Reference grade 
DIN EN 10303     

powercore®traction NGO 
025-125Y420 

NO25-14 12.5 1.52 1.61 1.73 

      

 
 

Mechanical properties 
 

Guaranteed min. yield strength to DIN EN ISO 6892-1 is 420 MPa. 

 

Typical average values for grade 

 

Test direction in rolling direction  
at room temperature 

Yield  
strength 

Tensile 
strength 

Elongation Micro-
hardness 

Rp0.2 Rm A80 HV1 

[MPa] [MPa] [%] [–] 

Steel grade     

powercore®traction NGO 
025-125Y420 

457 578 16 200 

     

 

 

Physical properties 

 
 Density 

 ρ 

 [kg/dm³] 

Steel grade  

powercore®traction NGO 
025-125Y420 

7.60 
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Insulation types 

 
 IEC 60404-1-1/04 thyssenkrupp 

Steel grade   

powercore®traction NGO 
025-125Y420 

– uncoated 

 EC-3 stabolit® 10 

 EC-5-P stabolit® 20 

 EC-4 stabolit® 30 

 EC-5 stabolit® 60 

 – stabolit® 70 

   

 

Please refer to the product information on stabolit® for more exact data on insulation coatings. 

Further insulation coatings on request. 

 

 

Dimensions 

 
 Form of supply Thick-

ness 
 

Width 
 

Inside 
diameter 

Outside 
diameter 

  [mm] [mm] [mm] [mm] 

Steel grade      

powercore®traction  
025-125Y420 NGO 

Narrow strip 0.25 30* – 500 508 max. 1,360 

 Wide strip 0.25 500 – 1.250 508 / 610 max. 1,360 

      

* Other width on request 
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Frequency-dependent properties 

 

Typical values for information 

 

50 Hz 

J 

[T] 

H 

[A/m] 

μa 

 

PS 

[W/kg] 

SS 

[VA/kg] 

 0°/90° 0°/90° 0°/90° 0°/90° 

     

0.5 51 7735 0.27 0.53 

0.6 58 8278 0.37 0.70 

0.7 65 8567 0.47 0.90 

0.8 74 8623 0.58 1.14 

0.9 86 8368 0.71 1.43 

1.0 103 7761 0.85 1.81 

1.1 129 6782 1.02 2.33 

1.2 177 5406 1.21 3.17 

1.3 288 3594 1.45 4.90 

1.4 669 1666 1.76 10.49 

1.5 1894 631 2.08 31.10 

1.6 4212 303 2.33 78.32 

1.7 7680 177 2.58 159.22 

1.8 12915 112 2.82 289.20 

     
  

60 Hz 

J 

[T] 

H 

[A/m] 

μa 

 

PS 

[W/kg] 

SS 

[VA/kg] 

 0°/90° 0°/90° 0°/90° 0°/90° 

     

0.5 52 7694 0.33 0.64 

0.6 58 8243 0.45 0.85 

0.7 65 8557 0.58 1.09 

0.8 74 8610 0.72 1.38 

0.9 86 8355 0.88 1.73 

1.0 103 7755 1.05 2.18 

1.1 129 6783 1.26 2.81 

1.2 177 5406 1.49 3.82 

1.3 288 3591 1.79 5.89 

1.4 670 1663 2.17 12.61 

1.5 1896 631 2.57 37.38 

1.6 4214 303 2.87 94.05 

1.7 7702 177 3.12 191.68 

1.8 12954 112 3.40 348.07 

     

  

 

200 Hz 

J 

[T] 

H 

[A/m] 

μa 

 

PS 

[W/kg] 

SS 

[VA/kg] 

 0°/90° 0°/90° 0°/90° 0°/90° 

     

0.5 56 7118 1.44 2.39 

0.6 62 7664 1.95 3.17 

0.7 69 8053 2.53 4.06 

0.8 77 8218 3.17 5.10 

0.9 88 8107 3.88 6.34 

1.0 104 7636 4.66 7.90 

1.1 130 6753 5.55 10.03 

1.2 177 5403 6.59 13.38 

1.3 289 3576 7.88 20.28 

1.4 678 1644 9.52 42.92 

1.5 1913 625 11.28 126.15 
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Typical values for information 

 

400 Hz 

J 

[T] 

H 

[A/m] 

μa 

 

PS 

[W/kg] 

SS 

[VA/kg] 

 0°/90° 0°/90° 0°/90° 0°/90° 

     

0.2 41 3846 0.71 1.41 

0.3 50 4808 1.50 2.55 

0.4 57 5570 2.48 3.92 

0.5 64 6212 3.64 5.48 

0.6 71 6749 4.97 7.26 

0.7 78 7167 6.46 9.27 

0.8 85 7451 8.13 11.58 

0.9 95 7539 9.98 14.30 

1.0 109 7308 12.04 17.65 

1.1 133 6604 14.36 22.11 

1.2 178 5365 17.06 28.90 

1.3 290 3573 20.34 42.57 

1.4 678 1643 24.53 87.41 

1.5 1914 625 29.13 253.22 

     
  

500 Hz 

J 

[T] 

H 

[A/m] 

μa 

 

PS 

[W/kg] 

SS 

[VA/kg] 

 0°/90° 0°/90° 0°/90° 0°/90° 

     

0.2 43 3704 0.97 1.83 

0.3 52 4634 2.03 3.31 

0.4 60 5299 3.38 5.14 

0.5 67 5925 4.96 7.19 

0.6 75 6404 6.78 9.56 

0.7 82 6809 8.84 12.22 

0.8 90 7102 11.14 15.27 

0.9 99 7238 13.72 18.83 

1.0 112 7128 16.61 23.18 

1.1 134 6552 19.86 28.90 

1.2 178 5366 23.61 37.44 

1.3 288 3589 28.16 54.36 

1.4 675 1653 33.93 109.76 

1.5 1907 627 40.34 315.82 

     

  

1.000 Hz 

J 
[T] 

H 
[A/m] 

μa 

 
PS 

[W/kg] 
SS 

[VA/kg] 

 0°/90° 0°/90° 0°/90° 0°/90° 

     

0.2 47 3390 2.52 3.99 

0.3 60 3966 5.36 7.68 

0.4 71 4467 9.00 12.15 

0.5 82 4880 13.37 17.39 

0.6 92 5215 18.45 23.42 

0.7 102 5470 24.26 30.35 

0.8 113 5646 30.89 38.30 

0.9 125 5748 38.42 47.53 

1.0 137 5795 46.97 58.33 

1.1 153 5709 56.90 72.07 

1.2 186 5128 68.28 90.98 

1.3 294 3523 81.61 125.48 

1.4 686 1624 98.04 235.10 

     

     
  

2.000 Hz 

J 
[T] 

H 
[A/m] 

μa 

 
PS 

[W/kg] 
SS 

[VA/kg] 

 0°/90° 0°/90° 0°/90° 0°/90° 

     

0.2 60 1327 7.30 10.12 

0.3 78 2047 15.32 19.70 

0.4 93 2572 25.57 31.44 

0.5 107 2964 38.06 45.50 

0.6 123 3238 52.97 62.27 

0.7 140 3423 70.46 81.99 

0.8 158 3523 90.91 105.27 

0.9 179 3566 114.73 132.66 

1.0 201 3560 142.58 165.08 
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Specific core loss  

 
PS versus J, directional (L/Q/M) 

 

 
 
 

– 025-125Y420/M/50 

– 025-125Y420/M/100 

– 025-125Y420/M/200 

– 025-125Y420/M/400 

– 025-125Y420/M/700 

– 025-125Y420/M/1000 

– 025-125Y420/M/2000 
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Magnetic polarization 

 
J versus H, directional (L/Q/M), 50 Hz 

 

 
 

ϕ Angle to rolling direction 

– 0° 

– 0°/90° 

– 90° 
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Contacts 
 

thyssenkrupp Steel Europe AG 

Kaiser-Wilhelm-Straße 100, 47166 Duisburg 

Postal address: 47161 Duisburg 

 

T: +49 203 52 – 45403 

E-Mail: info.auto@thyssenkrupp-steel.com 

www.thyssenkrupp-steel.com 

 

Technical Costumer Support Sales 
Marco Tietz 

T: +49 203 52-43853 

marco.tietz@thyssenkrupp-steel.com 

 

Dr. Hans-Georg Vanik 

T: +49 203 52-43856 

hans-georg.vanik@thyssenkrupp-steel.com 

Lars Bode 

T: +49 203 52-45403 

lars.bode@thyssenkrupp-steel.com 

 

Michael Schmidtz 

T: +49 203 52-24838 

michael.schmidtz@thyssenkrupp-steel.com 

 

Taner Keser 

T: +49 203 52-43857 

taner.keser@thyssenkrupp-steel.com 

 

Thomas Sube 

T: +49 203 52-43850 

thomas.sube@thyssenkrupp-steel.com 

 

Sebastian Sieron 

T: +49 203 52-43854 

sebastian.sieron@thyssenkrupp-steel.com 

 

Frank Bosch 

T: +49 203 52-40454 

frank.bosch2@thyssenkrupp-steel.com 

 

Jens Thier 

T: +49 203 52-43855 

jens.thier@thyssenkrupp-steel.com 

 

Benedikt Schauerte 

T: +49 1525 9134915 

benedikt.schauerte@thyssenkrupp-steel.com 

 

 

 

Heike Kommer 

T: +49 203 52-43849 

heike.kommer@thyssenkrupp-steel.com 

 

Simona Zighetti 

T: +39 02 90007508 

simona.zighetti@thyssenkrupp-steel.com 

 

Claudio Tenca 

T: +39 02 90007508 

claudio.tenca@thyssenkrupp-steel.com  

thyssenkrupp Steel Europe AG. Kaiser-Wilhelm-Straße 100. 47166 Duisburg 

Postal address: 47161 Duisburg. T: +49 203 52 - 0. F: +49 203 52 - 25102 

www.thyssenkrupp-steel.com. info.steel@thyssenkrupp.com 

Special mill grades are supplied subject to the special conditions of thyssenkrupp.  

Other delivery conditions not specified here will be based on the applicable specifications.  

The specifications used will be those valid on the date of issue of this product information  

brochure.  

 
General information  

All statements as to the properties or utilization of the materials and products mentioned in 

this brochure are for the purpose of description only. Guarantees in respect of the exis-

tence of certain properties or utilization of the material mentioned are only valid if agreed in 

writing. Subject to technical changes without notice. Reprints, even extracts, only with the 

permission of thyssenkrupp Steel Europe AG. The latest information can be found on the 

Internet: www.thyssenkrupp-steel.com/publications 


